
ARTICLE 2.  CROSS CONNECTION CONTROL

16-205. CROSS CONNECTION CONTROL;  PURPOSE.    The purpose of this article is to protect the public 

water supply of the city from contamination due to backflow or  backsiphonage  from any cross 

connection; and to prohibit and eliminate all cross connections to the public water supply; and to provide 

for the maintenance of a continuing effective cross connection control program.  This program shall 

include regularly scheduled inspections to deter and eliminate current cross connections as well as to 

prevent any future cross connections.  (Ord. 1647, Sec 1)

16-206. SAME; C ROSS CONNECTIONS PROHIBITED.   It shall be unlawful for any person to establish or 

permit to be established or maintain or permit to be maintained, any cross connection whereby a private 

water supply, or any source of contamination may enter the regular public water supply of the city unless 

the source is approved by the city council and the Kansas Department of Health and Environment. (Ord. 

1647, Sec. 2)

16-207. SAME;  PROTECTIVE BACKFLOW PREVENTERS REQUIRED.   Approved devices to protect 

against backflow or  backsiphonage  shall be installed at all fixtures and equipment where backflow  

backsiphonage  may occur and where there is a hazard of contamination of the potable water supply 

system.  (Ord. 1647, Sec. 3)

16-208. SAME;  INSPECTION.   The Public works supervisor or other designate of the city council shall have 

the right of entry into any building or premises in the city as frequently as necessary in order to ensure 

that plumbing has been installed in a manner as to prevent the possibility of contamination of the public 

water supply of the city.  (Ord. 1647, Sec. 4)

16-209. SAME;  PROTECTION FROM CONTAMINANTS.   Pursuant to the authority given under home rule 

powers and K.S.A. 65-163a, the city may refuse to deliver water to any premises where a condition exists 

which might lead to the contamination of the public water and may continue to refuse to deliver water 

until the condition is corrected to the satisfaction of the city.  In addition, the city may immediately 

terminate water service to a premise where a backflow or  backsiphonage  condition exists which may be 

hazardous to the health of customers served by this public water supply system of the city.  (Ord. 1647, 

Sec. 5)

16-210. SAME; BACKFLOW AND BACKSIPHONAGE REGULATIONS .    There is hereby incorporated by 

reference for the purpose of regulating cross connections between the public water supply and any 

sources of contamination that certain manual entitled, “Manual of Regulations Regulating Backflow and 

Backsiphonage  of Contaminants Due to Cross Connections for the City of Bonner Springs, 1993 Edition”, 

prepared, compiled, published and promulgated by the City of Bonner Springs, Kansas.  No fewer than 

three copies of the manual shall be marked or stamped, “Official Copy as Adopted by Ordinance No. 

1647”, and to which shall be attached a copy of this article, and filed with the city clerk to be open to 

inspection and available to the public at all reasonable hours. (Ord. 1647, Sec. 6)
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